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Lift’n Cart

Utility Tray 
Assembly  & Use

Fits all G2 rev 3 “mid/wide” and rev 4 “skinny” and up bases

Tools needed
none

Have a question?

800.456.3198  sales@koliath.net 
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FIRST TIME SETUP OF TRAY ANTI-SLIP STRIPS

“Skinny” BASE HOLES USED FOR ACCESSORY TRAY

“Mid” & “Wide” BASE HOLES USED FOR ACCESSORY TRAY
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Accessory Tray mounting holes

Accessory Tray mounting holes

ATTACHMENT POINTS

Warning, failure to use these specific holes may result in load shifting, 

spilling, and/or general loss of control of the load possibly resulting in 

injury to you or others, and damage to the load.

NOTE: This accessory only fits G2 bases.  In 

addition, each Tray comes with an anti-slip adhesive 

strip on both ends. If you have the older larger 1-⅛” 

diameter base rods, you will need to remove the 

strip on the back edge of each tray.  This will enable 

it to fit over the larger diameter base rods correctly.  

The tape should be left on if you have the newer 

smaller 1.0” diameter base rods.
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 STEP 1: Insert lifting rods through generator base 

lifting holes as shown in picture.  YOU MUST USE 

THESE EXACT HOLES.  Then attach the trays as shown. 

The front is hooked around the front base rod first, 

then the back is set on the back base rod.  The spacing 

between the trays is based on your load size and 

shape.

 STEP 2: Slide the load onto the base and secure 

with included ratchet strap. If you do not secure 

your load to the base with the supplied ratchet strap it 

can fall backwards or forwards when you attempt to 

lift the load with the handle.

STEP 3: Line up handle with base. The handle must 

always approach the base fulcrum (bolt with yellow 

cap or dot) from the latch end of the base.  Once the 

fulcrum is engaged onto the front tip of both of the 

handle’s front hooks, slowly press down until you lock 

both of the rear latches.  Then you may move the load. 

If you need to approach the generator from the other 

end, just swap the side rails to the other sides.  

TIP1: DO NOT tighten any of the nuts until all the rods are through 

their respective hole.

TIP2: Plan out which way you want the generator to face before 

attaching the base so you approach the pad from the easiest end.
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